
Bailey! 

 
First – Wire 1 What you’ll need:  

☐small screwdriver ☐scissors ☐sewing kit 

☐solder&iron    ☐shrink wrap tubing  

☐Wire with female jack 

https://a.co/dfgXth6  

☐ switch for testing and playing 

 

☐ 1. find the seam under the 

left foot, & cut the threads along 

the seam  

☐ 2. Gently poke around inside with 

your fingers to expose and  

 pull out the two white wires 

Wire 2 

☐ 3. Cut one wire in the middle  

and  

☐ strip ½” from each end  

☐ 7. Cut the second wire in the middle  

and  

☐ strip ½” from each end 

☐ 4. Place shrink wrap tubing 

on top end of cut wire 

AND  

☐ twist the red wire of the 

new wire with the jack to the 

other end  

☐ 8. Place shrink wrap tubing  

on top end of cut wire 

AND  

☐ twist the red wire of the new wire 

with the jack to the other end 

☐ 5. Re-attach the wires – 

twist the combined wires 

with the wire that’s inside 

the shrink wrap tubing  

 

☐ 9. Re-attach the wires  

– twist the combined wires 

 with the wire that’s inside the shrink 

wrap tubing 

☐ 6. Protect Bailey’s paw 

 with foil!  

Have fun soldering! 

Heat the wire first – small 

amounts 

 

Go up to Step7 & Repeat last 4 steps with 2nd wire! 

☐ 10. Protect Bailey’s paw  

with foil!  

Have fun soldering!  

Heat the wire first – small amounts 

 

☐ 11. Test your work – plug in a switch and hear Bailey sing! 
 

https://a.co/dfgXth6


Bailey! 

 

 

 

Finishing  Stage 

 

☐ 12. Slide tinfoil under 

one wire   

☐ Slide the shrink wrap 

tubing over one of the 

soldered wires  

☐ heat  

☐13. Slide tinfoil 

under one wire   

☐ Slide the shrink 

wrap tubing over one 

of the soldered 

wires  

☐ heat  

 

 

☐ 14. Tuck the wires back into Bailey’s paw  

 

 

 
 

 
 

 

☐ 15. Attach a zip tie snugly to the end of the black jack wire  

and 

☐ snip the end of the zip tie 

 

 
 

 

☐ 16. Happy? Sewing!  


